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A List of Alloys, by William Campbell. Report of Committee B-2, Appendix 
II, 336. 

Metal Culvert Tests. Report of Subcommittee IX, Committee A-5, 239. 

Specifications for Metallic-Coated Products. Report of Subcommittee VI, 
Commttee A-5, 226. 

Tables of Chemical Compositions, Physical Properties and Corrosion-Resisting 
Properties of Corrosion-Resistant, Heat-Resistant and Electrical-Resistance 
Alloys, Plates V to XV, inside back cover. 

Total Immersion Tests. Report of Subcommittee V, Committee A-5, 223. 


Cotton. 
‘Tentative Definition of Terms Relating to Textile Materials, 1254. 
Tentative Methods for Identification of Textile Fibers and Their Quantitative 
Determination in Mixed Goods, 1231. 
Tentative Revision of Standard Specifications for Tolerances and Test Methods 
for Certain Light and Medium Cotton Fabrics, 1279, i. 
Tentative Specifications for Chafer Tire Fabrics, 1229. = 


Crankcase Dilution. Report of Subcommittee XXV, Committee D-2, 782. 
Tentative Method of Test for Dilution of Crankcase Oils, 1112. 


Creep Test. 
See Flow Tests. 


Creosote Oil. 
Timber Preservatives. Report of Subcommittee VI, Committee D-7, 820. 
ie _ Tentative Definitions of Terms Relating to Timber Preservatives, 1154. 
_ Tentative Method of Test for the Determination of the Specific Gravity, 38°/ 
15.5° C., of Creosote Fractions, 1152. ee? 
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Creosote Oil (Continued): 


Tentative Revision of Standard Method of Test for Distillation of Creosote Oil, . 
1281. 


Tentative Revision of Standard Methods of on and Analysis en 


pee Oil, 1280. 


Culvert Pipe. 


Clay and Cement-Concrete Pipe. Report of Committee C-4, 458. 
Metal Culvert Tests. Report of Subcommittee IX, Committee A-5, 239. 
Tentative Specifications for Reinforced-Concrete Culvert Pipe, 1051. 


Data, Analysis of. 


See Statistical Analysis. 


Definitions of Terms. 
See Nomenclature. 


Deterioration of Concrete. 

Bibliography on deterioration of concrete, 698. 

Conditions Affecting Durability of Concrete in Structures. Report of Sub- 
committee XVII, Committee C-9, 686. 


Detroit Regional Meeting. 


Symposium on Developments in Automotive Mahara Regional 
Meeting. Report of Committee E-6, 936. 


Die Castings. att 

Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 398. 

Die-Cast Metals and Alloys. Report of Subcommittee XV, Committee B-2, 
318. 

A List of Alloys, by William Campbell. Report of Committee B-2, Appendix 
II, 336. 

Metallography of Zinc-Base Die-Casting Alloys, by W. M. Peirce. Report of 
Committee B-2, Appendix I, 334. 

Non-Ferrous Metals and Alloys. Report of Committee B-2, 315. = 


Dielectric Strength. 
Tentative Method of Testing Sheet and Tape Insulating Materials for Di- 
electric Strength, 1188. 
Tentative Methods of Testing Insulating Varnishes, 1169. 


Diluents. 
Cellulose Ester Coatings. Report of Subcommittee XXV, Committee D-1, 753, 
Tentative Methods of Sampling and Testing Lacquer Solvents and Diluents. 
1085. 
Tentative Specifications for: 
Amy] Acetate (Synthetic), 1078. 
Amy] Alcohol (Synthetic), 1079. 
Butanol (Normal Butyl Alcohol), 1083. 
Butyl Propionate (90 to 93 per cent Grade), 1084. 
Ethyl Acetate (85 to 88 per cent Grade), 1080. 
Ethyl Lactate (Synthetic), 1081. 
Normal Butyl Acetate (88 to 92 per cent Grade), 1082. 
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Dilution Test. 
Crankcase Dilution. Report of Subcommittee XXV, Committee D-2, 782. | 
Tentative Method of Test for Dilution of Crankcase Oils, 1112. erty 


ve Report on Cooperative Work on the Separation of Cut-Back Asphalt. Report 
of Committee D-4, Appendix, 801. 


ss Tentative Method of Test for Distillation of Crude Petroleum, 1115. 
7 ‘Tentative Revision of Standard’ Method of Test for Distillation of Creosote 
Oil, 1281. 
Drain Tile. 
Drain Tile. Report of Committee C-6, 467. 
Durability. 
Bibliography on deterioration of concrete, 698. 


Conditions Affecting Durability of Concrete in Structures. Report of Subcom- 
mittee XVII, Committee C-9, 686. 


Duralumin. 
Light Metals and Alloys, Cast and Wrought. Report of Committee B-7, 415. 
Tentative Specifications for Aluminum-Alloy (Duralumin) Sheet, 987. ons 
Dust. 
One-Year Tests on the Effect of Dust-Coated Stone on the Properties of — 
crete, by A. T. Goldbeck. Report of Committee C-9, Appendix V, 542. 
Tentative Specifications for Calcium Chloride for Dust Prevention, 1145. 


E 
Effect of Temperature. oo. 
See Temperature, Effect of. 
Elasticity. 
Digest of Tests in the United States for the Determination of the Modulus of 
Elasticity of Portland Cement Mortar and Concrete, by L. W. Teller. Re- 
port of Committee C-9, Appendix XI, 635. 
Elastic Limit. 
Tentative Definitions of Terms aes to Methods of ne (1263. 
Electrical Insulation. 
See Insulating Materials. 


Electrical-Resistance Alloys. 
Electrical-Heating, Electrical-Resistance and Electric-Furnace Alloys. Report 
of Committee B-4, 403. 
Tables of Chemical Compositions, Physical Properties and Corrosion-Resisting 
Properties of Corrosion-Resistant, Heat-Resistant and Electrical-Resistance 
Alloys, Plates V to XV, inside back cover. 


Tentative Method of Test for Thermoelectric Power, 1013. 


Embrittlement. 
Corrosion of Iron and Steel. Report of Committee A-5, 215. p 
Specifications for Zinc Coating on Structural Steel Shapes, Plates and Bars and 
Their Products. Report of Technical Committee III, Sectional Committee 


oe a Zinc Coating of Iron and Steel, 244. 
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Engler Viscosimeters. 
y Tentative Specifications for Thermometers for Engler Viscosimeters, (1257. 
Thermometers. Report of Committee D-15, 881. 
Py 


Cellulose Ester Coatings. Report of Subcommittee XXV, Committee D-1, 753. 


Tentative Specifications for Ethyl Acetate (85 to 88 per cent Grade), 1080. 


Ethyl Lactate. 


Tentative Specifications for Ethyl Lactate (Synthetic), 1081. as aid wi 


_ Executive Committee. 


Annual Report of the Executive Committee, 51. 
Officers and Members of Executive Committee, 1291. 


_ Exposure Tests. 


See Corrosion; Weathering. 


Extensometer. 
Band Type Circumferential Extensometer for Poisson’s Ratio Determinations, 
by C. H. Scholer. Report of Committee C-9, Appendix X, 630. Discussion, 


Fatigue of Metals. Report of Research Committee, 259. 

Present-Day Experimental Knowledge and Theories of Fatigue Phenomena in 
Metals. Report of Research Committee on Fatigue of Metals, Appendix, 
260. 

References on fatigue of metals, 305. 


Felt. 

Tentative Methods of Testing Asphalt Roll-Roofing Surfaced with Fine Talc, 
Granular Talc or Mineral Granules, Likewise Asphalt Shingles Surfaced with 
Mineral Granules, 1155. 

Fencing. 

Tentative Specifications f or Zinc-Coated Chain- —_ Fence Fabric Galvanised 

Before Weaving, 973. 

Properties of Gypsum Fiber Concrete. Report of Committee C-11, Appendix, 

719. 
Fibers. 

Tentative Methods for Identification of Textile Fibers and Their Quantitative 
Determination in Mixed Goods, 1231. x" 

| 
Fineness. 
Fineness. Report of Subcommittee III, Committee C-1, 425 
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Fire Brick. 
Manual for Interpretation of Refractory Test Data (1929). Report of Com- 
mittee C-8, Appendix, 478. 
Refractories. Report of Committee C-8, 472. °F 
Tentative Definitions of Terms Relating to Refractories, 1037. , 
Tentative Revision of Standard Method of Test for Softening Point of Fire- 
Clay Brick, 1275. 


Fire Tests. ‘ 
Fire Tests of Materials and Construction. Report of Committee C-5, 461. 
Proposed Method of Test for Fire-Retardant Treated Wood. Report of Com- 
mittee C-5, Appendix, 463. 
Flax (Linen). 
Tentative Methods for Identification of Textile ‘Fibers and Their Quantitative 
Apparatus for Flexural Tests of Concrete Beams, by A. T. Goldbeck. Report 
of Committee C-9, Appendix VIII, 591. 
Properties of Gypsum Fiber Concrete. Report of Committee C-11, Appendix, 
719. 

a Report of Section on Relation Between the Abrasion Loss on Blast-Furnace 
Slag and Its Concrete-Making Properties. Report of Committee C-9, Ap- 
pendix VI, 545. 

Tentative Methods of: 
Flexure Testing of Natural Building Stone, 1164. 
_ Laboratory Method of Making Flexure Tests of Concrete Using a Simple 
Beam with Center Loading, 1027. 
_ Testing Brick (Compression, Flexure and Absorption), 1033. _ 
Testing Laminated Sheet Insulating Materials, 1216. 
Flow Tests. 
Cooperative Tests of Cements. Report of Committee C-1, a 437. 
Some Long-Time Tension Tests of Steels at Elevated Temperatures, by J. J. 
Kanter and L. W. Spring. Joint Research Committee on Effect of Temper- 
ature on the Properties of Metals, Appendix II, 110. 
Fuel Oil. 
Autogenous Ignition of Petroleum Products. Report of Subcommittee XXVIII, 
Committee D-2, 788. 
Tentative Method of Test for Sulfur in Motor Fuels, Naphthas and Illuminating 
Oils (Lamp Method), 1134. 
Tentative Methods of Sampling Petroleum and Petroleum Products, 1090. 


Fusible Metals. 


A List of Alloys, by William Campbell. Report of Committee B-2, Appendix 
II, 336. 


Galvanizing. 

a Corrosion of Iron and Steel. Report of Committee A-5, 215. 
Field Tests of Metallic Coatings. Report of Subcommittee VIII, Committee 
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Galvanizing (Continued): 

Specifications for Metallic-Coated Products. Report fo Subcommittee VI, 
Committee A-5, 226. 

Specifications for Zinc Coating on Structural Steel Shapes, Plates and Bars 
and Their Products. Report of Technical Committee III, Sectional Com- 
mittee on Zinc Coating of Iron and Steel, 244. 

Tentative Specifications for Zinc-Coated Chain-Link Fence Fabric Galvanized 
Before Weaving, 973. 

Zinc Coating of Iron and Steel. Report of Sectional Committee, 241. 


Gas Oils. 
Tentative Methods of Sampling Petroleum and Petroleum Products, 1090. 


Gasoline. 
Autogenous Ignition of Petroleum Products. Report of Subcommittee XXVIII, 
Committee D-2, 788. 

Tentative Methods of: 
Sampling Petroleum and Petroleum Products, 1090. 
Test for Sulfur in Motor Fuels, Naphthas and Illuminating Oils (Camp 

Method), 1134. 

Test for Vapor Pressure of Natural Gasoline (Reid Method), 1139. eae. : 


Tentative Specifications for Glazier’s Putty, 1065. Ae : 


Gold Alloys. 
A List of Alloys; b by William Campbell. saci of Committee B- 2, gee 
II, 336. 


Granite. 
Tentative Revisions of: 
Standard Specifications for Block for Durax Granite Pavements, 1279. 
; _ Standard Specifications for Block for Granite Block Pavements, 1278. 
a Standard Specifications for Block for Recut Granite Block Pavements, 1279. 


Gravel. 
Abrasion of Aggregates, by F. H. Jackson. Report of Committee C-9, mecianen 
IV, 536. 
Tentative Specifications for Concrete Aggregates, 1022. 


Gravity. 
Tentative Method of Test for Gravity of Petroleum and Petroleum Products 
by Means of the Hydrometer, 1122. = 


Grease. 
Tentative Methods of Sampling Petroleum and Petroleum Products, 1090. 


Gypsum. 
Gypsum. Report of Committee C-11, 708. 
Properties of Gypsum Fiber Concrete. Report of Committee C-11, Appendix, 
719. 
Tentative Revision of Standard Definitions of Terms Relating to the Gypsum 
Industry, 1277. 
Tentative Specifications for Gypsum Sheathing Board, 1019. ed = 
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Tentative Specifications for Austenitic Manganese-Steel Castings, 969. 


Hardware. 
Field Tests of Metallic Coatings. Report of Subcommittee VIII, Committee 
A-5, 233. 


Heat-Resisting Alloys. 

Electrical-Heating, Electrical-Resistance and Electric-Furnace Alloys. Report 
of Committee B-4, 403. 

A List of Alloys, by William Campbell. Report of Committee B-2, Appendix 
II, 336. 

Tables of Chemical Compositions, Physical Properties and Corrosion-Resistant 
Properties of Corrosion-Resistant, Heat-Resistant and Electrical-Resistance 
Alloys, Plates V to XV, inside back cover. 


Heat Treatment. 
Heat Treatment of Iron and Steel. Report of Committee A-4, 213. 
Tentative Recommended Practice for Thermal Analysis of Steel, 1259. 


Hemp. 
Tentative Methods for Identification of Textile Fibers and Their Quantitative 


Determination in Mixed Goods, 1231. _ haat 
=! 


Hiding Power. 
Report of Cooperative Work on the Determination of Hiding Power of Paints 
and Pigments and the Tinting Strength of Pigments. Report of Committee 

D-1, Appendix, 748. 


High Temperature. 
Effect of Temperature on the Properties of Metals. Progress Report of Joint 
Research Committee, 93. 
Effect of Temperature on the Properties of Metals. Report of Joint Research 
Committee, 93. 
Refractories. Report of Committee C-8, 472. 
Second Report on Cooperative High-Temperature Tension Tests of Metals at 
Different Laboratories. Joint Research Committee on Effect of Temperature 
on the Properties of Metals, Appendix I, 96. 
Some Long-Time Tension Tests of Steels at Elevated Temperatures, by J. J. 
Kanter and L. W. Spring. Joint Research Committee on Effect of Temper- 
ature on the Properties of Metals, Appendix II, 110. 
_-High-Test Iron. 
High-Test Cast Iron. Report of Subcommittee XIII, Committee A-3, 196. 


Autogenous Ignition of Petroleum Products. Report of Subcommittee XXVIII, 
Committee D-2, 788. 
Illuminating Oils. 
Tentative Method of Test for Sulfur in Motor Fuels, Naphthas and IIlu- 
minating Oils (Lamp Method), 1134. 
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See also Corrosion. 
Total Immersion Tests. Report of Subcommittee V, Couenibioes A-5, 223, 
Impact Testing. 


Résumé of Present Status of the Impact Test. Report of Committee E-1, 
Appendix II, 909. 


Promotion of General Use of Specifications for Copper sia in Ingot Form. 
Report of the Special Committee, 412. 


Insulating Materials. 
Electrical Insulating Materials. Report of Committee D- 9, 829. a 
Résumé of Present Status of the Impact Test. Report of Committee E-1, 

Appendix II, 909. 

Slate. Report of Committee D-16, 882. 

Tentative Methods of: 2 
Test for Comparing the Thermal Conductivities of Solid Electrical Insu-. 

lating Materials, 1224. 

Testing Insulating Varnishes, 1169. 
Testing Laminated Sheet Insulating Materials, 1216. 
Testing Sheet and Tape Insulating Materials for Dielectric Strength, 1188. 
Testing Untreated Insulating Paper, 1197. 


Tentative Revision of Standard Methods of Testing Electrical Enowiniong Oils, 
1284. 


Tron. 


Cast Iron. Report of Committee A-3, 187. Discussion, 191. 
Comparison of the Physical Properties of Different Sections of Cast Iron and 
of the Standard Arbitration Test Bar, by M. V. Healey. Report of Com- 
mittee A-3, Appendix II, 206. 
Corrosion of Iron and Steel. Report of Committee A-5, 215. 
Discussion on Specifications for Gray-Iron Castings for Valves, Flanges and 
Pipe Fittings, 191. 
Effect of Section Size on Physical Properties of Cast Iron, by A. L. Boegehold. 
Report of Committee A-3, Appendix I, 199. Discussion, 205. 
Fatigue of Metals. Report of Research Committee, 259. 
‘Field Tests of Metallic Coatings. Report of Subcommittee VIII, Committee 
A-5, 233. 
Heat Treatment of Iron and Steel. Report of Committee A-4, 213. 
High-Test Cast Iron. Report of Subcommittee XIII, Committee A-3, 196. 
Inspection of the Annapolis Tests. Report of Subcommittee III, Committee 
A-5, 221. 
Investigation of the Effect of Phosphorus in Wrought Iron, by J. H. Higgins. , 
Report of Committee A-2, Appendix II, 170. i. © 
Magnetic Properties. Report of Committee A-6, 250. 
Malleable Castings. Report of Committee A-7, 253. 
Metal Culvert Tests. Report of Subcommittee IX, Committee A-5, 239. 
Present-Day Experimental Knowledge and Theories of Fatigue Phenomena in 
; Metals. Report of Research Committee on Fatigue of Metals, Appendix, 260. 
es Proposed Method of Quantitative Bend Testing. Report of Committee E-1, 
Appendix I, 907. * 
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Proposed Revisions in Standards and Tentative Standards for Wrought Iron. 
Report of Committee A-2, Appendix I, 164. 

Résumé of Present Status of the Impact Test. Report of Committee E-1, 
Appendix IT, 909. 

Specifications for Metallic-Coated Products. Report of Subcommittee VI, Com- 
mittee A-5, 226. 

Specifications for Zinc Coating on Structural Steel Shapes, Plates and Bars and 
Their Products. Report of Technical Committee III, Sectional Committee 
on Zinc Coating of Iron and Steel, 244. 

Standardization of Dimensions and Material of Wrought Iron and Wrought 
Steel Pipe and Tubing. Report of Sectional Committee, 185. 

Tentative Definitions of Terms, with Units and Symbols, Relating to Magnetic 
Testing, 983. 

Tentative Revision of Standard Methods of Test for Magnetic Properties of 
Iron and Steel, 1271. 

Tentative Revision of Standard Specifications for High-Test Gray-Iron Cast- 
ings, 1270. 

Tentative Specifications for: 

Chilled-Tread Cast-Iron Wheels, 976. 
Open-Hearth Iron Plates of Flange Quality, 965. 
Zinc-Coated Chain-Link Fence Fabric Galvanized Before Sesidie. 97 3. 

Total Immersion Tests. Report of Subcommittee V, Committee A-5, 223. 

Wrought Iron. Report of Commitee A-2, 159. 

Zinc Coating of Iron and Steel. Report of Sectional Committee, 241. 


Tentative Methods for Identification of Textile Fibers iii Their Ounitaatiee 
Determination in Mixed Goods, 1231. 


Kerosine. 
See also Oils. 
Tentative Methods of Sampling Petroleum and Petroleum Products, 1090. 


Laboratory Inspection. 
Cement Reference Laboratory. Report of Subcommittee XIV, Committee C-1, 
426. 


Lacquer. 

Cellulose Ester Coatings. Report of Subcommittee XXV, Committee D-1, 753. 
- Tentative Methods of Sampling and Testing Lacquer Solvents and Diluents, 
1085. 


Lead-Base Alloys. 


A List of Alloys, by William Campbell. Report of Committee B-2, Appendix 
TI, 336. 
__ Tentative Specifications for Copper-Base Alloys in Ingot Form for Sand Cast- 
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Light Metals. 


Light Metals and Alloys, Cast and Wrought. Report of Committee B-7, 415. 


aan A List of Alloys, by William <nang bee. Report of Committee B-2, Appendix 
TI, 336. 


Tentative Specifications for: 
Aluminum-Alloy (Duralumin) Sheet, 987. A 
Aluminum-Manganese Alloy Sheet, 990. van 
Magnesium-Base Alloy Castings, 1003. 


Lime. 


Tentative Revision of Standard Specifications for Hydrated Lime for Struc- 
tural Purposes, 1273. 


Locomotives and Cars. 
Tentative Specifications for Chilled-Tread Cast-Iron Wheels, 976. i= 3 
Long-Time Tests. a 
Some Long-Time Tension Tests of Steels at Elevated Temperatures, by J. J. 
Kanter and L. W. Spring. Joint Research Committee on Effect of Temper- 
ature on the Properties of Metals, Appendix II, 110. 
Lubricants. 
air Autogenous Ignition of Petroleum Products. Report of Subcommittee XXVIII, 
Committee D-2, 788. 

_ Crankcase Dilution. Report of Subcommittee XXV, Committee D-2, 782. 

_ Petroleum Products and Lubricants. Report of Committee D-2, 759. 
Tentative Method of Test for Precipitation Number of Lubricating Oils, 1130. 
Tentative Methods for Sampling Petroleum and Petroleum Products, 1090. 
Viscosity. — of Subcommittee V, Committee D-2, 780. 

> 


See Timber. 


Magnesium. 
Light Metals and Alloys, Cast and Wrought. on of — B-7, 415. 


A List of Alloys, by William Campbell. Report of Committee B-2, Appentix 
II, 336. 


Tentative Specifications for Magnesium-Base Alloy Castings, 1003. 
Magnetic Testing. 
Magnetic Properties. Report of Committee A-6, 250. 
Tentative Definitions of Terms, with Units and Symbols, Relating to Magnetic 
Testing, 983. 


Malleable Castings. 
Malleable Castings. Report of Committee A-7, 253. 
Manganese Alloys. 


A List of Alloys, by William Campbell. Report of Committee B-2, Appendix 
II, 336. 


_ Tentative Revision of Standard Methods of Chemical Analysis of Manganese 
Bronze, 1273. 


_ Tentative Specifications for Aluminum-Manganese Alloy Sheet, 990. 
Manganese Steel. 
__- Tentative Specifications for Austenitic Manganese-Steel Castings, 969. 
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. 43 Masonry Building Units. 
ae Hollow Masonry Building Units. Report of Committee C-10, 704. Pe < 
Masonry Cements. 
eats bs Information supplied by the manufacturers on characteristics of masonry 
cements, 421. 


Fineness. Report of Subcommittee III, Committee C-1, 425. 


Size Particulate Substances, with Comments. Report of Committee E-1, 
Appendix III, 919. 
: Tentative Specifications for Concrete Aggregates, 1022. 
Metallography. 
M Metallography of Zinc-Base Die-Casting Alloys, by W. M. Peirce. Report t of 
Committee B-2, Appendix I, 334. ‘ied “ 
Tentative Recommended Practice for Thermal Analysis of Steel, 1259. > 
Mixing. 
Bibliography on Mixing Concrete. |Report of Committee C-9, Appendix IX, 
598. | 


7 Modulus of Elasticity. 

” = Digest of Tests in the United States for the Determination of the Modulus of 
* Elasticity of Portland Cement Mortar and Concrete, by L. W. Teller. Re- 

port of Committee C-9, Appendix XI, 635. 


~— oo Moisture Content of Timber. Report of Subcommittee XI, Committee D-7, 
823. 


3 1 Study of Methods for Determining Moisture in Sand, by S. H. Graf and R. H. 
Johnson. Report of Committee C-9, Appendix VII, 578. 
4 a,” ‘ ie Bibliography on Mixing Concrete. Report of Committee C-9, Appendix IX, 
4 598. 

Cooperative Tests of Cements. Report of Committee C-1, Appendix, 437. 


Digest of Tests in the United States for the Determination of the Modulus of 
: Elasticity of Portland Cement Mortar and Concrete, by L. W. Teller. Re- 
ee es, port of Committee C-9, Appendix XI, 635. 
x x A Summary of Investigations of Volume Changes in Cements, Mortars and 
aay 5 ts Concretes Produced by Causes Other than Stress, by Raymond E. Davis. 
= _ Report of Committee C-9, Appendix XIII, 668. 
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Tentative Methods of: 

. ae Sampling Petroleum and Petroleum Products, 1090. 

. = * gi! Test for Distillation of Crude Petroleum, 1115. 

a 2% Test for Sulfur in Motor Fuels, Naphthas and Illuminating Oils (Lamp 


Method), 1134. 


Proposed Method of Analysis for the Particle Size Distribution of Sub-Sieve 
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Naval Stores. 
Naval Stores. Report of Committee D-17, 891. 


Neutralization. 
Tentative Methods of Sampling and Testing Lacquer Solvents and Diluents, 
1085. 


Tertative Methods of Testing Untreated Insulating Paper, 1197. 


Nickel Alloys. 

Iron-Chromium, Iron-Chromium-Nickel and Related Alloys. Report of Com- 
mittee A-10, 255. 

A List of Alloys, by William Campbell. Report of Committee B-2, Appendix 
II, 336. 

Tables of Chemical Compositions, Physical Properties and Corrosion-Resisting 
Properties of Corrosion-Resistant, Heat-Resistant and Electrical-Resistance 
Alloys, Plates V to XV, inside back cover. 


Nitrocellulose. 
Tentative Specifications and Tests for Soluble Nitrocellulose, 1067. 


Nomenclature. 
Heat Treatment of Iron and Steel. Report of Committee A-4, 213. 
Magnetic Properties. Report of Committee A-6, 250. p 
Nomenclature and Definitions. Report of Committee E-8, 939. 
Proposed Definitions of Terms Relating to Natural Building Stone. Report 
of Committee D-18, Appendix, 894. 


Refractories. Report of Committee C-8, 472. 
Tentative Definitions of: 
Terms Relating to Methods of Testing, 1263. ~ 
Terms Relating to Refractories, 1037. 
Terms Relating to Textile Materials, 1254. > cd 


Terms Relating to Timber Preservatives, 1154. 

Terms, with Units and Symbols, Relating to Magnetic Testing, 983. 

The Term Coke, 1147. 

Tentative Revisions of: 

Standard Definition of the Term Sand, 1277. Avro 
tandard Definitions of Terms Relating to Paint Specifications, 1289. 

Standard Definitions of Terms — to the Gypsum Industry, 1277. 


Autogenous Ignition of Petroleum of XXVIII, 
Committee D-2, 788. 

Crankcase Dilution. Report of Subcommittee XXV, Committee D-2, 782. 

Petroleum Products and Lubricants. Report of Committee D-2, 759. 


Tentative Methods of: 
Sampling Petroleum and Petroleum Products, 1090. = 2 7 
D Test for Dilution of Crankcase Oils, 1112. fini 


Test for Distillation of Crude Petroleum. 1115. 
Test for Gravity of Petroleum and Petroleum Products by Means of the , 


Hydrometer, 1122. 
Test for Precipitation Number of 1130. 
P—I—$3 


= 
4 
3 
2 
2 
+ 
> 
‘> 
4 
— 
Whe 
= 
2 
ee 
on 
2 7 
i= 


SUBJECT INDEX % 


Oils (Continued): 
Test for Sulfur in Motor Fuels, Naphthas and Illuminating Oils (Lamp 
Method), 1134. = 
Tentative Revisions of: 
Standard Method of Test for Distillation of Creosote Oil, 1281. 
Standard Methods of Sampling and Analysis of Creosote Oil, 1280. 
Standard Methods of Testing Electrical Insulating Oils, 1284. oie 
Viscosity. Report of Subcommittee V, Committee D-2, 780. yon 


Preservative Coatings for Structural Materials. Report of Committee D-1, 739. 
a Report of Cooperative Work on the Determination of Hiding Power of Paints 
and Pigments and the Tinting Strength of Pigments. Report of Committee 

D-1, Appendix, 748. 
no Ving Tentative Revision of Standard Definitions of Terms Relating to Paint Speci- 
At fications, 1289. 


Paper. 
Tentative Methods of Testing Untreated Insulatigg Paper, 1197. | 
ve Papers and Publications. | 
Papers and Publications. Report of Committee E-6, 932. at, 
Symposium on Developments in Automotive Materials—Detroit Regional 


ey es Meeting. Report of Committee E-6, 936. . | 


Particle Size. 

Proposed Method of Analysis for the Particle Size Distribution of Sub-Sieve 
Size Particulate Substances, with Comments. Report of Committee E-1, 
Appendix III, 919. 


Pavements. 
Résumé of Present Status of the Impact Test. Report of Committee E-1, 


Appendix IT, 909. 
Tentative Revisions of: rid 


Standard Specifications for Block for Durax Granite Pavements, 1279. 
- Standard Specifications for Block for Granite Block Pavements, 1278. 
Standard Specifications for Block for Recut Granite Block Pavements, 1279. 


Paving Materials. 
Report on Cooperative Work on the Separation of Cut-Back Asphalt. Report 

of Committee D-4, Appendix, 801. 

Road and Paving Materials. Report of Committee D-4, 793. 7G 


Petrolatum. 
Tentative Methods of Sampling Petroleum and vretroleum Products, 1090. - 


Petroleum Products. 
* Autogenous Ignition of Petroleum Products. Report of Subcommittee XXVIII, 
nate Committee D-2, 788. 
Crankcase Dilution. Report of Subcommittee XXV, Committee D-2, 782. 
» Wigs Petroleum Products and Lubricants. Report of Committee D-2, 759. 
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Petroleum Products (Continued): a 
Tentative Methods of: 


. Sampling Petroleum and Petroleum Products, 1090. 
Test for Dilution of Crankcase Oils, 1112. a 
‘Test for Distillation of Crude Petroleum, 1115. 
ss Test for Gravity of Petroleum and Petroleum Products by Means of the - 
(= 

Hydrometer, 1122. 
: Test for Precipitation Number of Lubricating Oils, 1130. a. 
Test for Sulfur in Motor Fuels, Naphthas and Illuminating Oils (Lamp 


Method) 1134 
Test for Vapor Pressure of Natural Gasoline (Reid Method), 1139. 
‘Viscosity. Report of Subcommittee V, Committee D-2, 780. = 


Phosphorus, Effect of. 
Investigation of the Effect of Phosphorus in Wrought Iron, by J. H. Higgins. 
Report of Committee A-2, Appendix II, 170. 


Pigments. 
Preservative Coatings for Structural Materials. Report of Committee D-1, 739. 
7 Proposed Method of Analysis for the Particle Size Distribution of Sub-Sieve 
= Size Particulate Substances, with Comments. Report of Committee E-1, 
ai Appendix ITT, 919. 
Report of Cooperative Work on the Determination of Hiding Power of Paints 
and Pigments and the Tinting Strength of Pigments. Report of Committee 
D-1, Appendix, 748. 
Piles. 
Tentative Specifications for Timber Piles, 1148. 


Pipe. 

Clay and Cement-Concrete Pipe. Report of Committee C-4, 458. _ 

Standardization of Dimensions and Material of Wrought Iron and Wrought Lee 
Steel Pipe and Tubing. Report of Sectional Committee, 185. < 

Tentative Revision of Standard Specifications for Cement-Concrete Sewer 
Pipe, 1275. 

Tentative Specifications for Reinforced-Concrete Culvert Pipe, 1051. 

Tentative Specifications for Reinforced-Concrete Pipe, 1040. 

Total Immersion Tests. Report of Subcommittee V, Committee A-5, 223. 


Gypsum. Report of Committee C-11, 708. a i 

Plates. 


Tentative Specifications for Open-Hearth Iron Plates of Flange Quality, 965. 


Platinum Alloys. 
A List of Alloys, by William Campbell. Report of Committee B-2, Appendix 
II, 336. 


Poisson’s Ratio. 

Band Type Circumferential Extensometer for Poisson’s Ratio Determinations, 
by C. H. Scholer. Report of Committee C-9, Appendix X, 630. Discussion, 
632. 

Digest of Test Data on Poisson’s Ratio for Concrete, by F. E. Richart and N. H. Ms 


Roy. Report of Committee C-9, Appendix XII, 661. wo ‘a ik) 
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Tentative Specifications for Timber Piles, 1148. 


Precipitation Number. 
Tentative Method of Test for Precipitation Number of cnetein Oils, 1 130. 
Presidential Address. 
Annual Address by the President, T. D. Lynch, 47. 
Protective Coatings. 
Accelerated Tests for Protective Coatings. Report of Subcommittee VII, Com- 
mittee D-1, 747 
", Cellulose Ester Coatings. Report of Subcommittee XXV, Committee D-1, 753. 
_. Corrosion of Iron and Steel. Report of Committee A-5, 215. 
Field Tests of Metallic Coatings. Report of Subcommittee VIII, Committee 
A-5, 233. 
Preservative Coatings for Structural Materials. Report of Committee D-1, 739. 
Report of Cooperative Work on the Determination of Hiding Power of Paints 
and Pigments and the Tinting Strength of Pigments. Report of Committee 
_D- 1, Appendix, 748. 
Report of Subcommittee VI, 
Committee A-5, 226. 
Specifications for Zinc Coating on Structural Steel Shapes, Plates and Bars and 
Their Products. Report of Technical Committee III, Sectional Committee 
on Zinc Coating of Iron and Steel, 244. 


Tentative Methods of Sampling and Testing Lacquer Solvents and Diluents, 
1085. 


fications, 1289. 
Tentative Specifications for: 
Amy] Acetate (Synthetic), 1078. 
Amy] Alcohol (Synthetic), 1079. 
Butanol (Normal Butyl Alcohol), 1083. _ 
Butyl Propionate (90 to 93 per cent Grade), 1084. 
Ethyl Acetate (85 to 88 per cent Grade), 1080. 
Ethyl Lactate (Synthetic), 1081. 
Normal Butyl Acetate (88 to 92 per cent Grade), 1082. 
Specifications and Tests for Soluble Nitrocellulose, 1067. 7 
Zinc Coating of Iron and Steel. Report of Sectional Committee, 241. _ 
Publications. =! 
Annual Report of the Executive Committee, 51. Af 
Papers and Publications. Report of Committee E-6, 932. ; 
Symposium on Developments in Automotive Materials—Detroit Regional 
Meeting. Report of Committee E-6, 936. 
Pyrophoric Alloys. 
A List of Alloys, by William Campbell. Report of Committee B-2, Appendix 
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Tentative Methods for Identification of Textile Fibers and Their Quantitative 
Determination in Mixed Goods, 1231. 
Rayon. 
Tentative Methods for Identification of Textile Fibers and Their Quantitative 
Determination in Mixed Goods, 1231. 
Refractories. 
Manual for Interpretation of Refractory Test Data (1929). Report of Com- 
mittee C-8, Appendix, 478. wiee 
Refractories. Report of Committee C-8, 472. 
Tentative Definitions of Terms Relating to Refractories, 1037. 
Tentative Methods of Testing Brick (Compression, Flexure, and Absorption), 
1033. 
_-- ‘Tentative Revision of Standard Method of Test for Softening Point of Fire- 
Brick, 1275. 
Reinforced Concrete. 
See Concrete. 
Repeated Stress. 
See Fatigue; Vibratory Tests. 
Research. 
Correlation of Research. Report of Committee E-9, 951. 
Effect of Temperature on the Properties of Metals. Progress Report of Joint 
Research Committee, 93. 
Fatigue of Metals. Report of Research Committee, 259. 
Investigation of the Effect of Phosphorus in Wrought Iron, by J. H. Higgins. 
Report of Committee A-2, Appendix II, 170. 
Second Report on Comparative High-Temperature Tension Tests of Metals 
at Different Laboratories. Joint Research Committee on Effect of Temper- 
ature on the Properties of Metals, Appendix I, 96. 
Some Long-Time Tension Tests of Steels at Elevated Temperatures, by J. J. 
Kanter and L. W. Spring. Joint Research Committee on Effect of Temper- 
ature on the Properties of Metals, Appendix II, 110. 
Yield Point of Structural Steel. Report of Research Committee, 133. a 
Resistance Alloys. 
Electrical-Heating, Electrical-Resistance and Electric-Furnace Alloys. Re- 
port of Committee B-4, 403. 
a A List of Alloys, by William Campbell. Report of Committee’ B-2, Appendix 
II, 336. 
Road Materials. 
Report on Cooperative Work on the Separation of Cut-Back Asphalt. Report 


of Committee D-4, Appendix, 801. 
4 Résumé of Present Status of the Impact Test. Report of Committee E-1, 
Appendix IT, 909. 
Road and Paving Materials. Report of Committee D-4, 793. 
Tentative Revision of Standard Specifications for Broken Slag for Waterbound 
Base and Wearing Course, 1278. 


Tentative Revision of Standard Specifications for Shovel-Run or Crusher-Run 


Broken Slag for Waterbound Base, 1278. ee 
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Road Materials (Continued): 
Tentative Specifications for Calcium Chloride for Dust Prevention, 1145. 
Tentative Specifications for Concrete Aggregates, 1022. 
Roofing. ; 
“a Bituminous Waterproofing and Roofing Materials. Report of Committee D-8, 
Chemical Experiments on Acid and Alkali Resistance of Slates, by C. L. Lan- 
caster and C. H. Behre, Jr. Report of Committee D-16, Appendix, 889. 
Slate. Report of Committee D-16, 882. 
Tentative Methods of Testing Asphalt Roll-Roofing Surfaced with Fine Talc, 
Granular Talc or Mineral Granules, Likewise Asphalt Shingles Surfaced with 
Mineral Granules, 1155. 


es Rubber Products. 
Rubber Products. Report of Committee D-11, 848. 


(Methods of sampling are indexed under the subjects covered, by them.) 
Sand. 
Study of Methods for Determining Moisture in Sand, by S. H. Graf and R. H. 
Johnson. Report of Committee C-9, Appendix VII, 578. 
x Tentative Revision of Standard Definition of the Term Sand, 1277. 
_ Tentative Specifications for Concrete Aggregates, 1022. 
Testing Concrete Cylinders Using Confined Sand Cushion, by D. D. McGuire. 
Report of Committee C-9, Appendix I, 515. 


Sewer Pipe. 
Tentative Revision of Standard Specifications for Cement-Concrete Sewer 
Pipe, 1275. 


See Sieves. 


Sheathing Board. 
Tentative Specifications for Gypsum Sheathing Board, 1019. 
Sheet. 
Field Tests of Metallic Coatings. Report of Subcommittee VIII, Committee 
A-5, 233. 


Test for icateni the Thermal Conductivities of Solid Electrical Insu- 
lating Materials, 1224. 
Testing Laminated Sheet Insulating Materials, 1216. 
= 2 Testing Sheet and Tape Insulating Materials for Dielectric Strength, 1188. 
- 1 Tentative Specifications for Aluminum-Alloy (Duralumin) Sheet, 987. 
Tentative Specifications for Aluminum-Manganese Alloy Sheet, 990. 
Shingles. 
Tentazive Methods of Testing Asphalt Roll-Roofing Surfaced with Fine Talc, 
Granular Talc or Mineral Granules, Likewise Asphalt Shingles Surfaced with 
Mineral Granules, 1155. 
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a Tentative Revision of Standard Specifications for Rubber Pump Valves, 1279. 
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Shipping Containers. 
Shipping Containers. Report of Committee D-10, 846. 


Tentative Revision of Standard Specifications for Structural Steel for Ships, 
1269. 


Short-Time Tests. 
Second Report on Cooperative High-Temperature Tension Tests of Metals at 
_ Different Laboratories. Joint Research Committee on Effect of Tempera- 
x ture on the Properties of Metals, Appendix I, 96. 
Nhat Some Long-Time Tension Tests of Steels at Elevated Temperatures, by J. J. 
Kanter and L. W. Spring. Joint Research Committee on Effect of Temper- 
ature on the Properties of Metals, Appendix IT, 110. 
Sieves. 
Atmospheric Exposure and Laboratory Tests on Non-Ferrous Screen Wire 
Cloth, by G. Willard Quick. Report of Committee D-14, Appendix, 864. 
Proposed Method of Analysis for the Particle Size Distribution of Sub-Sieve 


Size Particulate Substances, with Comments. Report of Committee E-1, 
Appendix III, 919. 


Screen Wire Cloth. Report of Committee D-14, 863. 


Silicon Alloys. 
A List of Alloys, by William Campbell. Report of Committee B-2, Appendix 
IT, 336. 
Silk. 


Tentative Methods for Identification of Textile Fibers and Their Quantitative 
Determination in Mixed Goods, 1231. 


Silver Alloys. 
A List of Alloys, by William Campbell. Report of Committee B-2, Appendix 
IT, 336. 
Slag. 


Report of Section on Relation Between the Abrasion Loss on Blast- Furnace 
Slag and Its Concrete-Making Properties. Report of Committee C-9, Appen- 
dix VI, 545. 

Tentative Revision of Standard Specifications for Broken Slag for Waterbound 

Base and Wearing Course, 1278. 

Tentative Revision of Standard Specifications for Shovel-Run or Crusher-Run 
Broken Slag for Waterbound Base, 1278. 

Tentative Specifications for Concrete Aggregates, 1022. ; 


Slate. 


Chemical Experiments on Acid and Alkali Resistance of Slates, by C. L. Lan- 


caster and C. H. Behre, Jr. Report of Committee D-16, Appendix, 889. 
Slate. Report of Committee D-16, 882. 


Tentative Methods of Testing Asphalt Roll-Roofing Surfaced with Fine Talc, 
Granular Talc or Mineral Granules, Likewise Asphalt Shingles Sur — with 
Mineral Granules, 1155. 

Sludge Tests. a 
Electrical Insulating Materials. Report of Committee D-9, 829. 
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Solvents. 
Cellulose Ester Coatings. Report of Subcommittee XXV, Committee D-1, 753. 
Tentative Specifications for: 
Amy]l Acetate (Synthetic), 1078. 
Amy! Alcohol (Synthetic), 1079. 
Butanol (Normal Butyl Alcohol), 1083. 
Butyl Propionate (90 to 93 per cent Grade), 1084. 
Ethyl Acetate (85 to 88 per cent Grade), 1080. 
Ethyl Lactate (Synthetic), 1081. 
Sank Normal Butyl Acetate (88 to 92 per cent Grade), 1082. 
a es 3 Tentative Methods of Sampling and Testing Lacquer Solvents and Diluents, 
1085. 
Spalling. 
Tentative Definitions of Terms Relating to Refractories, 1037. 
Specific Gravity. 
Tentative Methods of: 
- Test for Absorption and Apparent Specific Gravity of Natural Building 
Stone, 1167. 
Test for Gravity of Petroleum and Petroleum Products by Means of the 
Hydrometer, 1122. 
Test for the Determination of the Specific Gravity, 38°/15.5° C., of Creo- 
sote Fractions, 1152. 
Tentative Revision of Standard Methods of Sampling and Analysis of Creosote 
Oil, 1280. 
Stainless Steel. 
A List of Alloys, by William Campbell. Report of Committee B-2, Appendix 
II, 336. 
Second Report on Cooperative High-Temperature Tension Tests of Metals at 
Different Laboratories. Joint Research Committee on Effect of Temperature 
on the Properties of Metals, Appendix I, 96. 
Standardization. 
Annual Address by the President, T. D. Lynch, 47. a "' é 
Annual Report of the Executive Committee, 51. oe ae 
Cement Reference Laboratory. Report of Subcommittee XIV, Committee C-1, 
426. 
Promotion of General Use of Specifications for Copper Alloys in Ingot Form. 
Report of the Special Committee, 412. 
Standards. Report of Committee E-10, 955. 
Statistical Analysis. 
Die-Cast Metals and Alloys. Report of Subcommittee XV, Committee B-2, 
318. 
Manual for Interpretation of Refractory Test Data (1929). Report of Com- 
mittee C-8, Appendix, 478. 
Methods of Testing. Report of Committee E-1, 897. 
Staybolt Iron. 
Investigation of the Effect of Phosphorus in Wrought Iron, by J. H. Higgins. 
Report of Committee A-2, Appendix II, 170. 
Steam Metal. 
's Tentative Specifications for Copper-Base Alloys in Ingot Form for Sand Cast- 
ings, 1006. 
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Fatigue of Metals. Report of Research Committee, 259. 


Corrosion of Iron and Steel. Report of Committee A-5, 215. 
Effect of Temperature on the Properties of Metals. Progress Report of Joint 
Research Committee, 93. 


Field Tests of Metallic Coatings. Report of Subcommittee VIII, Committee 
A-5, 233. 

_ Heat Treatment of Iron and Steel. Report of Committee A-4, 213. 

Inspection of the Annapolis Tests. Report of Subcommittee III, Committee 
A-5, 221. 

A List of Alloys, by William Campbell. Report of Committee B-2, Appendix 
II, 336. 

Magnetic Properties. Report of Committee A-6, 250. 

_ Metal Culvert Tests. Report of Subcommittee IX, Committee A-5, 239. 

Present-Day Experimental Knowledge and Theories of Fatigue Phenomena in 
Metals. Report of Research Committee on Fatigue of Metals, Appendix, 260. 

Proposed Method of Quantitative Bend Testing. Report of Committee E-1, 
Appendix I, 907. 

Proposed Revisions in Standards and Tentative Standards for Steel. Report 
of Committee A-1, Appendix, 89. 

Second Report on Comparative High-Temperature Tension Tests of Metals at 
Different Laboratories. Joint Research Committee on Effect of Tempera- 
ture on the Properties of Metals, Appendix I, 96. 

Some Long-Time Tension Tests of Steels at Elevated Temperatures, by J. J. 
Kanter and L. W. Spring. Joint Research Committee on Effect of Temper- 
ature on the Properties of Metals, Appendix II, 110. 

Specifications for Metallic-Coated Products. Report of Subcommittee VI, 
Committee A-5, 226. 

Specifications for Zinc Coating on Structural Steel Shapes, Plates and Bars and 
Their Products. Report of Technical Committee III, Sectional Committee 
on Zinc Coating of Iron and Steel, 244. 

Standardization of Dimensions and Material of Wrought Iron and Wrought —_ 
Steel Pipe and Tubing. Report of Sectional Committee, 185. Saal 

Steel. Report of Committee A-1, 80. es) Ar 

Steel for Welding. Report of Subcommittee XXI, Committee A-1, 86. | 

Tables of Chemical Compositions, Physical Properties and Corrosion-Resisting 
Properties of Corrosion-Resistant, Heat-Resistant and Electrical-Resistance 
Alloys, Plates V to XV, inside back cover. 

Tentative Definitions of Terms, with Units and Symbols, Relating to Magnetic 
Testing, 983. 

Tentative Recommended Practice for Thermal Analysis of Steel, 1259. - yt . 
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Tentative Revisions of: — 
Standard Methods of Test for Magnetic Properties of Iron and Steel, 1271. 
Standard Specifications for Alloy-Steel Bolting Material for High-Temper- 

ature Service, 1270. 
Standard Specifications for Steel Track Spikes, 1269. “te 
Standard Specifications for Structural Steel for Ships, 1269. j 
Tentative Specifications for: 
Austenitic Manganese-Steel Castings, 969. 
Open-Hearth Iron Plates of Flange Quality, 965. 
Zinc-Coated Chain-Link Fence Fabric Galvanized Before Weaving, 973. 
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Steel (Continued): 
Total Immersion Tests. Report of Subcommittee V, Committee A-5, 223. 
Yield Point of Structural Steel. Report of Research Committee, 133. 
Zinc Coating of Iron and Steel. Report of Sectional Committee, 241. 


Stone. 
Abrasion of Aggregates, by F. H. Jackson. Report of Committee C-9, Appen- 
dix IV, 536. 
Natural Building Stones. Report of Committee D-18, 892. 
One-Year Tests on the Effect of Dust-Coated Stone on the Properties of Con- 
re - erete, by A. T. Goldbeck. Report of Committee C-9, Appendix V, 542. 
4 “oy Proposed Definitions of Terms Relating to Natural Building Stone. Report of 
7 % Committee D-18, Appendix, 894. 
Tentative Methods of: 
Compression Testing of Natural Building Stone, 1161. 
Flexure Testing of Natural Building Stone, 1164. 
Test for Absorption and Apparent Specific Gravity of Natural Building 
Stone, 1167. 
a Tentative Specifications for Concrete Aggregates, 1022. 


Structural Steel. 
Specifications for Zinc Coating on Structural Steel Shapes, Plates and Bars and 
‘Their Products. Report of Technical Committee III, Sectional Committee 
by on Zine Coating of Iron and Steel, 244. 
‘Tentative Revision of Standard Specifications for Structural Steel for Ships, 


1269, 
- Yield Point of Structural Steel. Report of Research Committee, 133. 


Sulfur. 
* Method of Capping Concrete Cylinders Using Sulfur Compound, by P. J. Free- 
oon nae man. Report of Committee C-9, Appendix II, 518. 
= — Tentative Method of Test for Sulfur in Motor Fuels, Naphthas and Iiluminat- 


ing Oils (Lamp Method), 1134. 


Summary of Proceedings. 


Tape. 
Tentative Method of Testing Sheet and Tape Insulating Materials for Dielectric 
Strength, 1188. 


Tar. 


Timber Preservatives. Report of Subcommittee VI, Committee D-7, 820. a4 


Tear Test. 
Tentative Revision of Standard Methods of Testing Woven Textile Fabrics, 
1280. 
Tentative Revision of Standard Specifications for Tolerances and Test Methods 
for Certain Light and Medium Cotton Fabrics, 1279. 


Temperature, Effect of. 
Effect of Temperature on the Properties of Metals. Progress Report of Joint 
Research Committee, 93. ; 
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a 
Temperature, Effect of 
Second Report on Comparative High-Temperature Tension Tests of Metals 
at Different Laboratories. Joint Research Committee on Effect of Temper- 
ature on the Properties of Metals, Appendix I, 96. 
Some Long-Time Tension Tests of Steels at Elevated Temperatures, by J. J. 
Kanter and L. W. Spring. Joint Research Committee on Effect of Temper- 
ature on the Properties of Metals, Appendix II, 110. 
Vag Summary of Investigations of Volume Changes in Cements, Mortars and 
a Concretes Produced by Causes Other than Stress, by Raymond E. Davis. 
Report of Committee C-9, Appendix XIII, 668. Mihdiabll 


Testing. 
Cooperative Tests of Cements. Report of Committee i, 437. 
7 Investigation of the Effect of Phosphorus in Wrought Iron, by J. H. Higgins. 
Report of Committee A-2, Appendix II, 170. 
_ Second Report on Cooperative High-Temperature Tension Tests of Metals at 
Different Laboratories. Joint Research Committee on Effect of Tempera- 
i ture on the Properties of Metals, Appendix I, 96. 
Some Long-Time Tension Tests of Steels at Elevated Temperatures, by J. J. 
= Kanter and L. W. Spring. Joint Research Committee on Effect of Tem- 


perature on the Properties of Metals, Appendix IT, 110. 
Tentative Definitions of Terms Relating to Methods of Testing, 1263. 
4 Tentative Methods of Testing Laminated Sheet Insulating Materials, 1216. 
Tentative Methods of Testing Untreated Insulating Paper, 1197. 
Yield Point of Structural Steel. Report of Research Committee, 133. 


Testing Apparatus. 

Apparatus for Flexural Tests of Concrete Beams, by A. T. Goldbeck. Report 
of Committee C-9, Appendix VIII, 591. 

Band Type Circumferential Extensometer for Poisson’s Ratio Determinations, 
by C. H. Scholer. Report of Committee C-9, Appendix X, 630. Discus- 
sion, 632. 

Proposed Method of Test for Fire-Retardant Treated Wood. Report of Com- 
mittee C-5, Appendix, 463. 

Tentative Laboratory Method of Making Flexure Tests of Concrete Using a 
Simple Beam with Center Loading, 1027. 

Testing Concrete Cylinders Using Confined Sand Cushion, by D. D. McGuire. 
Report of Committee C-9, Appendix I, 515. 

Yield Point of Structural Steel. Report of Research Committee, 133. 


Testing, Methods of. 

Method of Capping Concrete Cylinders Using Sulfur Compound, by P. J. 
Freeman. Report of Committee C-9, Appendix II, 518. 

Methods of Testing. Report of Committee E-1, 897. 

Proposed Method of Analysis for the Particle Size Distribution of Sub-Sieve 
Size Particulate Substances, with Comments. Report of Committee E-1, 
Appendix ITT, 919. 

Proposed Method of Quantitative Bend Testing. Report of Committee E-1, 
Appendix I, 907. 

Proposed Meihod of Sampling Coke. Report of Committee D-5, Appendix, 809. 

Proposed Method of Test for Fire-Retardant Treated Wood. Report of Com- 
mittee C-5, Appendix, 463. 
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Testing, Methods of (Continued): 
Résumé of Present Status of the Impact Test. Report of Committee E-1, 
Appendix IT, 909. 
Study of Methods for Determining Moisture in Sand, by S. H. Graf and R. H. 
Johnson. Report of Committee C-9, Appendix VII, 578. 
Tentative Definitions of Terms Relating to Methods of Testing, 1263. 


Testing Concrete Cylinders Using Confined Sand Cushion, by D. D. McGuire. 
Report of Committee C-9, Appendix I, 515. 


Textile Materials. 

Proposed Revisions in Standards and Tentative Standards for Textile Materials. 
Report of Committee D-13, Appendix, 859. 

Tentative Definitions of Terms Relating to Textile Materials, 1254. 

Tentative Methods for Identification of Textile Fibers and Their Quantitative 
Determination in Mixed Goods, 1231. 

Tentative Revision of Standard Methods of Testing Woven Textile Fabrics, 
1280. 

Tentative Revision of Standard Specifications for Tolerances and Test Methods 
for Certain Light and Medium Cotton Fabrics, 1279. 

Tentative Specifications for Chafer Tire Fabrics, 1229. 

Textile Materials. Report of Committee D-13, 853. 


Thermal Tests. 


Tentative Method of Test for Comparing the Thermal Conductivities of Solid 
Electrical Insulating Materials, 1224. ae 
Tentative Method of Test for Thermoelectric Power, 1013. Ang 


Tentative Recommended Practice for Thermal Analysis of Steel, 1259. 


_ Thermometers. 
Tentative Method of Test for Gravity of Petroleum and Petroleum Products 
by Means of the Hydrometer, 1122. 
Tentative Specifications for Thermometers for Engler Viscosimeters, 1257. 
Thermometers. Report of Committee D-15, 881. 
Drain Tile. Report of Committee C-6, 467. or ; 
Hollow Masonry Building Units. Report of Committee C-10, 704. 
Timber. 
Fire Tests of Materials and Construction. Report of Committee C-5, 461. 
Moisture Vontent of Timber. Report of Subcommittee XI, Committee D-7, 
823. 
Proposed Method of Test for Fire-Retardant Treated Wood. Report of Com- 
mittee C-5, Appendix, 463. 
Résumé of Present Status of the Impact Test. Report of Committee E-1, 
Appendix II, 909. 
Shipping Containers. Report of Committee D-10, 846. 
Tentative Revision of Standard Method of Test for Distillation of Creosote 
Oil, 1281. 
Tentative Revision of Standard Methods of Sampling and Analysis of Creosote 
Oil, 1280. 
Tentative Specifications for Timber Piles, 1148. 
I Report of Committee D-7, 817. 
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Timber Preservatives. Report of Subcommittee VI, Committee D-7, 820. — 
Tentative Definitions of Terms Relating to Timber Preservatives, 1154. 
_ Tentative Method of Test for the Determination of the Specific Gravity, 38°/ 
ae 15.5° C., of Creosote Fractions, 1152. oo 


Tin-Base Alloys. 
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